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TECHNICAL SPECIFICATIONS

OPERATING TENSION
24V ACDC +/- 10%
BLUE 125mA (AC), 70mA (DC)
AMBER 100mA (AC), 75mA (DC) 

IMPACT RESISTANCE
IK08 EN50102

PROTECTION GRADE
IP66 EN60598/1

VIBRATION RESISTANCE
CEI 60068-2-6 (1995)

LIGHT INTENSITY
BLUE 18Cd | AMBER 25Cd

PRODUCT LIFE
50 000 hours

OPERATING TEMPERATURE
-30 °C / +50 °C

CROMATIC COORDINATES
BLUE X 0.139, Y 0.0457
AMBER X 0.565, Y 0.433

CONNECTOR
Receptacle connector | Rear mounted M12 male 
connector. Side thread PG 9 (panel nut RSKF 9).
Field attachable connector | M12 female connector with 
threaded joint, assembling with screw terminals.
Customizable upon request

MECHANICAL FEATURES
T4 has a single self-extingushing (UL94 V0) PC body 
(Macrolon 6557) totally protected against vibrations, 
dust and atmospheric elements. Electronics and optics 
are protected with a special epoxy resin coating in the 
lower part of the body.
Weather proof guaranteed by a custom made 
polyuretanic gasket (Fermapor K31).

OPTICAL FEATURES
T4 benefits from 24 5mm LEDs over two light strips, 
mounted on a LED holder to increase resistance to 
vibrations. LEDs connected over multiple series to 
guarantee a light signal on both strips also in case of a 
single LED failure.

T4 is an integrated LED signaling device 
engineered for tunnels safe following distrance 
signaling. Developed by Sirena to fulfill the 
increasing demand for a device specifically 
tailored for these growing applications.

Tunnels safety is constantly increasing and both 
European Tunnel Managers and Regulators are 
more and more conscious that providing the 
highest standards to customers is the major 
part of the day-to-day business.

Nowadays technology allows bringing to the 
market devices that can significantly change 
safety inside tunnels and drastically reduce 
incidents as well as near-incidents. T4 is 
developed to give drivers a rich but yet not 
disturbing guide light, helping visually measuring 
the distance from the car in front: amber lights 
can be placed every 5 meters, to be alternated 
with one blue light every 25 meters.

This combination allows an immediate perception 
of the distance with the car in front helping 
tremendously in case of sudden stops and 
preventing incidents. T4 has a built-in back-up 
technology: it has been developed over two 
independent electronic circuits which function as 
back-up to one another in case of one circuit 
failure.

Available in Amber and Blue, can be customized 
to any color and can be fitted with customer’s 
standard connectors to allow an easy retrofit of 
current installations.
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